
Gommino /
Adattatore Cavo Ø min. - max.

2 - 3 - 4 - 5 poli 2 - 3 - 4 - 5 poli (.L)

9.0 mm – 12.0 mm 9.0 mm – 13.5 mm

7.0 mm – 9.0 mm 7.0 mm – 9.0 mm

con 6000347LA
5.0 mm – 7.0 mm

con 6000087LF
6.0 mm – 7.0 mm

CODICI THX.387.Axx.x.x
THX.387.Bxx.x 

THB.387.A5x.x.x
THB.387.B5x.x

Numero di poli 2 - 3 - 4 poli 5 poli

Tipo di contatti Vite / Perforazione di isolante Vite

Corrente nominale
17.5A AC (IEC)

15A AC (UL / CSA)(1)

17.5A AC (IEC)
10A AC (UL / CSA)

Tensione nominale
500V AC

250V AC (classe II)
400V AC / DC (UL / CSA)

500V AC
250V AC (classe II)

400V AC / DC (UL / CSA)

Tensione di tenuta ad impulso 4kV 4kV

Grado di protezione (IP6x) IP66 / IP68 (30m / 3h) IP66 / IP68 (30m / 3h)

Sezione conduttore 
rigido / flessibile
min. – max.

0.5 mm2 − 4.0 mm2 (Vite)
0.5 mm2 − 1.5 mm2 (Perf. di isolante)

0.25 mm2 − 1.5 mm2

Diametro del cavo
min. – max.(2)

7.0 mm – 12.0 mm (THx.387.xxx) 7.0 mm – 12.0 mm (THx.387.x5x)

7.0 mm – 13.5 mm (THx.387.xxx.L) 7.0 mm – 13.5 mm (THx.387.x5x.L)

5.0 mm – 12.0 mm (THx.387.AxA.R) 5.0 mm – 12.0 mm (THx.387.AxA.R)

6.0 mm – 13.5 mm (THx.387.AxA.L.R) 6.0 mm – 13.5 mm (THx.387.AxA.L.R)

Materiali 
connettor / guarnizioni

PA66 GF UL94
V0 / V2 TPE

Halogen Free / Silicone Free

PA66 GF UL94
V0 / V2 TPE

Halogen Free / Silicone Free

Temperatura
Ambientale 
min. – max.

-40°C / +125°C -40°C / +125°C

Norma
EN61984

UL2238 C22.2 No 182.3
EN61984

UL2238 C22.2 No 182.3

Cavo Ø 7.0 – 12.0 mm Ø 7.0 – 13.5 mm

Rimozione  
isolante (X) 20 mm 25 mm

Spellatura  
del conduttore (Y) 6 mm 6 mm
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Grommet /
Adapter Cable Ø min. - max.

2 - 3 - 4 - 5 poles 2 - 3 - 4 - 5 poles (.L)

9.0 mm – 12.0 mm 9.0 mm – 13.5 mm

7.0 mm – 9.0 mm 7.0 mm – 9.0 mm

with 6000347LA
5.0 mm – 7.0 mm

with 6000087LF
6.0 mm – 7.0 mm

CODES
THX.387.Axx.x.x
THX.387.Bxx.x 

THB.387.A5x.x.x
THB.387.B5x.x

Number of poles 2 - 3 - 4 poles 5 poles

Type of contact Screw / Piercing Screw

Rated current
17.5A AC (IEC)

15A AC (UL / CSA)(1)

17.5A AC (IEC)
10A AC (UL / CSA)

Nominal Tension
500V AC

250V AC (use class II)
400V AC / DC (UL / CSA)

500V AC
250V AC (use class II)

400V AC / DC (UL / CSA)

Impulse withstand voltage 4kV 4kV

Degree of protection (IP6x) IP66 / IP68 (30m / 3h) IP66 / IP68 (30m / 3h)

Conductor section 
rigid / flexible
min. – max.

0.5 mm2 − 4.0 mm2 (Screw)
0.5 mm2 − 1.5 mm2 (Piercing)

0.25 mm2 − 1.5 mm2

Cable diameter 
min. – max. (2)

7.0 mm – 12.0 mm (THx.387.xxx) 7.0 mm – 12.0 mm (THx.387.x5x)

7.0 mm – 13.5 mm (THx.387.xxx.L) 7.0 mm – 13.5 mm (THx.387.x5x.L)

5.0 mm – 12.0 mm (THx.387.AxA.R) 5.0 mm – 12.0 mm (THx.387.AxA.R)

6.0 mm – 13.5 mm (THx.387.AxA.L.R) 6.0 mm – 13.5 mm (THx.387.AxA.L.R)

Connector / gasket 
materials

PA66 GF UL94
V0 / V2 TPE

Halogen Free / Silicone Free

PA66 GF UL94
V0 / V2 TPE

Halogen Free / Silicone Free

Ambient 
Temperature
min. - max.

-40°C / +125°C -40°C / +125°C

Norm
EN61984

UL2238 C22.2 No 182.3
EN61984

UL2238 C22.2 No 182.3

Cable Ø 7.0 – 12.0 mm Ø 7.0 – 13.5 mm

Insulator removal  
(X) 20 mm 25 mm

Peeling of the 
conductor (Y) 6 mm 6 mm
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